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CHARACTERISTICS: 

PRIMAVERA is newly conceived interior wall paint which radically and in most cases definitively resolves the most common 
problem in residences and many public places: condensation. Condensation is the vapour naturally present in the air, our 
breath, or else generated by heat sources in contact with water (cookers, showers etc.) which due to insufficient air 
circulation in proportion to the amount of humidity present “condenses” in the coolest and least ventilated points, for 
example exterior walls, walls exposed to the North, the corners of the ceiling or behind furniture and wardrobes. The 
stagnation of the moisture in these critical points causes the proliferation of mould and bacteria: the characteristic blackish 
stains which give the dwelling a dirty and unwholesome appearance. PRIMAVERA differs from traditional anti-mould paints 
because in addition to containing an elevated concentration of a special concentrated bactericide-fungicide it keeps the wall 
warm and allows it to breath, attenuating sudden changes between interior and exterior temperature and therefore 
contributes to relative energy savings as well. PRIMAVERA is an extremely lightweight product, its specific gravity is 0.870 
and here is its secret: it is formulated with microspheres of light and insulating glass which form miniscule spherical 
transparent and insulating air bubbles, giving the product applied to the wall a special thermic insulating- sound absorbent 
structure which also breaths. In addition the binders which compose it make the product, once applied, washable and 
perfectly compact. PRIMAVERA is non-toxic and is diluted with water. 

The low environmental impact of the product in all phases of its life cycle is proven by its Environmental Statement which 
shows the LCA (Life Cycle Assessment) study. Formaldehyde and formaldehyde donors were not intentionally added to the 
formulation of this product. 

USE: 

Thanks to its characteristics PRIMAVERA is particularly suitable in all of those premises which are humid and therefore 
subject to mould such as: bathrooms, kitchens, shower rooms, change rooms, work places such as laundries, cheese 
factories, etc. or in those environments where improved acoustic insulation is desired: music rooms, bedrooms, etc. 

PREPARATION AND APPLICATION: 

Applied like a normal wall paint, and can also be used directly on pre-existing distemper or washable paint as long as this 
adheres well to the background and is not chalky. Prior to application restore mouldy walls with MUROSANO curative 
disinfectant. In the case of very chalky and dusty surfaces, gypsum plaster or old whitewash apply a base coat of PRIMER A. 
PRIMAVERA is diluted with water to 30% for the first coat, to 10-20% for subsequent coats after 6-8 hours. Avoid 
mechanical stress as much as possible during the mixing in order to preserve the microspheres contained in the product. 
Apply by brush or roller. At least two coats should be applied to obtain satisfying results: the insulation obtained will be 
proportional to the thickness applied. 

IMPORTANT NOTES: 

 Before beginning application, make sure that the background is perfectly dry and cured and is perfectly anchored to the 
substrate, there is no dirt, oil, contamination by mould, fungus, bacteria, salt or anything else that could compromise 
adhesion or the successful outcome of the job. 

 Protect the containers from freezing (minimum + 5°C) 

 Store in a cool, dry place. Do not expose to direct sunlight. 

 The temperature of both the work environment and the background should be between + 8°C and + 35°. Relative 
humidity must not exceed 75%. 

 Prevent drying of the product at temperatures of either the work environment or the background below + 5°C 

 Obtain enough of the colour in a single batch to complete the job or at least to complete portions of work which do not 
draw attention to shade differences. 

 Wash all tools with water immediately after use. 
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      TECHNICAL DATA: 

Drying time at 20°C 
dry dust free after 1 - 2 hours,  
dry to handle after 6 – 10 hours 

Coverage 0.120 - 0.130l/m
2
 per coat 

% Solid content 64,5% 

Specific gravity 0.900  0.05 kg/l 

Colours available white 

Packages 14 l - 4 l 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  

Classification: A/ a) "matt coatings for interior walls and ceilings"; 

Limit Phase II (from 01/01/ 2010): 30g/l 

VOC: 20 g/l (max). 

The information contained herein is the result of scrupulously controlled tests and expresses our best and most up-to-date knowledge. 
Moreover this information is intended for informational purposes only. The manufacturer cannot be held responsible for the improper use 
of these products, nor does the information contained herein provide a pretext for disputes of any type. This is also in light of the fact that 
the working methods employed are beyond our control. 

Please refer to the relevant Safety Data Sheet. 
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