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CHARACTERISTICS: 

PROTEXIL
®
 ACQUA PRIMER is an impregnating primer for the preparation of mineral and old porous and absorbing 

substrates before the painting stage. It has excellent consolidating power and regulates the absorption of the substrate. 
PROTEXIL® ACQUA PRIMER is composed by special silicone resins and acrylic resins in water dispersion. Its special formula 
provides it with special features that are not common in other consolidating primers: it makes the substrate on which it is 
applied highly water-repellent, thus protecting the plaster from rain, but at the same time it provides a high degree of vapour 
permeability. PROTEXIL® ACQUA PRIMER is also effective against efflorescence and salts. 

USE: 

PROTEXIL® ACQUA PRIMER was conceived as a consolidating primer for the PROTEXIL® LINE (siloxane paint and 
coatings), and is an ideal primer  all types of paints and plasters, including synthetic and mineral ones. Because of its 
properties it can also be applied for the protection of stone, terracotta, cement and other mineral and porous substrates that 
require consolidation and waterproofing, as it consolidates them, protect them from effloresce and does not compromise 
their vapour permeability.  PROTEXIL® ACQUA PRIMER can be applied on dehumidifying plasters, cement and/or lime 
plasters, old mineral paints and coatings. 

PREPARATION AND APPLICATION: 

Make sure the substrate has a high degree of absorption and has good adhesion. On old, deteriorated, chalky and/or rough 
surfaces, on old mineral paints, carefully brush, scrape and remove any loose parts before applying a coat of PROTEXIL® 
ACQUA PRIMER until full saturation of the substrate, in order to consolidate it and regulate the absorption rate. Dilute the 
product 1:1 - 1:3 with water, depending on the degree of absorption and compactness of the substrate. Make sure that once 
the product has dried, it does not form a translucent film on the surface which would not favour the adhesion of the next coat 
of paint. On particularly chalky substrates, we recommend the application of a 2nd coat of PROTEXIL® ACQUA PRIMER. Wait 
4 - 5 hours before applying the next coat. 

For the use of PROTEXIL®ACQUA PRIMER as protective coat, make sure that the surface is perfectly dry, clean and well 
absorbent. Brush and remove efflorescence and treat in advance any algae and moss.  Dilute it 1:3 with water and apply by 
brush or low pressure spray until full saturation of the substrate. Apply in 1 or 2 coats according to the water-repellence you 
wish to achieve and taking into consideration that the more you apply the more evident the colour variation will be. The 
water-repellent action will be effective after at least 24 hours from the application. 

IMPORTANT NOTES: 

 Before applying, make sure the substrate is perfectly dry and cured and perfectly anchored. Surface must be free from 
dirt, grease, moulds, fungi, bacteria, efflorescence or anything else likely to prevent good adhesion and a successful 
result. 

 Store in a cool, dry place away from sunlight. 

 Use the product at room and support temperature between + 8°C and + 35°C and with relative humidity not above 75% 

 Avoid drying at room or support temperatures below + 5°C 

 Do not apply when rain is imminent, in full sunlight, when it is very windy or with persistent fogs. 

 Protect surfaces against driving rain until the product is fully dried 

 Wash all tools with water immediately after use. 

 The product is naturally alkaline and can irritate the skin and eyes. Avoid contact. 

 For everything not indicated see the relevant safety sheet 
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TECHNICAL DATA: 

Drying time at 20°C 
dust dry  1-2 hours approx.  
Overpainting   4-6 hours 

Appearance of dry film colourless, wet effect 
Coverage  0.030 – 0.070 l/m2 
Specific weight 1  0.05 kg/l 

Product type Water-based 

Packages 20 l – 5 l 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  
Classification: A/ g) "primers" 
Limit Phase II (from 01/01/ 2010): 30 g/l 
VOC: 30 g/l (max). 

The above information has been obtained from scrupulously controlled tests, and represents our best and most recent knowledge. This 
information is provided for reference purposes only. It is not binding upon the manufacturer, and neither may it constitute grounds for any 
kind of complaint whatsoever associated with the use of the products described, also considering that the conditions of use are beyond 
our control. 

Please refer to the relevant Safety Data Sheet. 
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