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CHARACTERISTICS:  

ACCADEMIA SILIK PRIMER is a binder and thinner for ACCADEMIA silicate paints and coatings, also suitable as a primer for 
surface preparation before the application lime and silicate paints and coatings. ACCADEMIA SILIK PRIMER is composed of 
inorganic potassium silicate, special organic alkali-resistant binders and additives (below 5%) to improve the chemical-
physical and rheological properties of the product. ACCADEMIA SILIK PRIMER is compliant with DIN 18363 2.4.6 Standard 
for mineral paints, and with the DIN 52900 Standard for eco-friendly products. Thanks to its composition it has excellent 
vapour permeability and it develops an indissoluble chemical-physical bond with mineral substrate (plasterwork), 
consolidating it and regulating the absorption rate. Non-flammable. 

USE: 

ACCADEMIA SILIK PRIMER is used as a binder and thinner for ACCADEMIA FASSADENFARBE and ACCADEMIA 
STRUCTUR, and as a thinner for ACCADEMIA FASSADENFARBE for the creation of a colourwash effect. ACCADEMIA SILIK 
PRIMER is an excellent consolidating primer for chalky plaster to also regulate the absorption rate. It is therefore particularly 
suitable as a primer for lime and silicate paints and coatings and can be applied on new mineal plasterwork, old plaster 
previously painted with lime or silicate paints, plaster  with residues of old organic paints and coatings.  

PREPARATION AND APPLICATION: 

For use as a thinner for ACCADEMIA FASSADENFARBE and ACCADEMIA STRUCTUR, please see the product TDS. For use 
as a consolidating primer, apply by brush until full saturation of the surface. Apply ready to use or diluted 1:1 with water. 
Before applying ACCADEMIA SILIK PRIMER, in the presence of old paint or coatings: if they are of mineral composition, 
clean surface with a high-pressure washer; if organic (quartz, acrylic, etc) remove as much of the old paint as possible and 
restore the plaster underneath. 

IMPORTANT NOTES: 
 Before beginning application, make sure that the substrate is perfectly dry and cured and perfectly anchored. The surface 

must be free from dirt, oil, grease, moulds, fungus, bacteria, efflorescence or anything else that could compromise 
adhesion or the successful outcome of the job. 

 Protect the containers from freezing (minimum + 5°C). 

 Store in a cool, dry place. Do not expose to direct sunlight. 

 The temperature of both the work environment and the background should be between + 8°C and + 35°. Relative 
humidity must not exceed 75%. 

 Prevent drying of the product at temperatures of either work environment or background below + 5°C 

 Do not use the product when there is the likelihood of rain, in direct sunlight, strong winds, or persistent fog. 

 Protect the treated surfaces from driving rain for as long as necessary for the complete curing of the product. 

 Avoid contact with glass and aluminum surfaces. 

 Wash all tools with water immediately after use. 

 Due to its highly alkaline nature, the product is irritant to the skin and eyes, avoid direct contact. 

TECHNICAL DATA: 

DRYING TIME at 20°C 
Touch dry 2 hours;  
Overpainting 12-14 hours 

CONSUMPTION RATE 0.100 l/m2 

SPECIFIC WEIGHT 1.010 ± 0.05 kg/l 

VOLUME SOLIDS AT 105°C 14% 

Ph ~ 11.2 

PRODUCT ASPECT Milky white 

ASPECT OF DRY FILM Clear 

PRODUCT TYPE Water-based 

PACKAGES 20l – 5l 
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Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  
Classification: g) "primer"; 
Limit Phase II (from 01/01/ 2010):30 g/l 
VOC: 15 g/l (max). 

The above information has been obtained from scrupulously controlled tests, and represents our best and most recent knowledge. This 
information is provided for reference purposes only. It is not binding upon the manufacturer, and neither may it constitute grounds for any 
kind of complaint whatsoever associated with the use of the products described, also considering that the conditions of use are beyond 
our control. 

Please refer to the relevant Safety Data Sheet. 
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