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TDS: 0899TOP CREATIVO®  MONO TOP Last update 03/02/2020 

One-pack water-based PU sealer. 

CHARACTERISTICS: 

CREATIVO® MONO TOP is a one-pack water-based PU 
clear sealer of aliphatic nature, available glossy or matt. 

CREATIVO® MONO TOP has a high performance in terms 
of flexural strength, resistance to scratches and abrasion. It 

is resistant to common detergents and cleaners for home 
care. CREATIVO® MONO TOP has good water resistance. 

Thanks to its aliphatic nature it is resistant to UV-rays, it 
does not yellow and it is not dusty. Unlike two-pack PU 

sealers, CREATIVO® MONO TOP is not only for professional 
use and can be used also for d-i-y. 

USE: 

Thanks to its resistance, hardness and adhesion, 
CREATIVO® MONO TOP is ideal for the protection of 

surfaces subject to frequent washing and cleaning, to 

protect surfaces from abrasion, dirt and make them water-

repellent. It can be applied on concrete, cement, 
microcement, lime, emulsion paints, bricks. It is most 

frequently used in all rooms where, for aesthetic or hygiene 
purposes, a perfectly clean surface is required, such as 

corridors, stairs, kitchens, pantries and public buildings such 
as schools, hospitals, canteens, etc. CREATIVO® MONO 

TOP can be applied both on internal and external walls, on 
indoor floors, furniture, and all other surfaces made with 

CREATIVO® MICROCEMENTO or CREATIVO® MONO 
systems as long as they are not subject to water stagnation. 

SURFACE PREPARATION: 

Surfaces must be sound and dry, well compact, clean and 
free from oil, grease, dust, waxes, silicones, sealers and/or 

any other substance that might compromise good adhesion 
of the system. Old paints if not perfectly compact and 

adherent, should be removed. Do not apply in the presence 
of rising damp. Apply 1 coat of CREATIVO® PRIMER in 

order to consolidate the substrate and reduce absorbency. 

APPLICATION 

The product is ready to use. Carefully mix and apply with 
specific CREATIVO® MOHAIR ROLLER. Make sure to apply 

the product evenly on the full surface by applying it in 

crossed direction and without leaving any excess of 

material. Take particular care of edges and corners. After 
4.6 hours from the 1st coat, apply 2nd coat in the same way. 

For application on floors, it is necessary to apply a 3rd coat 
after 4-6 hours from the previous one. 

Wait at least 24 hours from the last coat before 
walking on the surface, avoid any heavy movement, 

abrasive action, deposit of dirt, moist, oily, staining 
substances. Wait at least 7 days for full curing and 

maximum resistance to friction, abrasion and dirt. 
80% of the physical and chemical resistances are achieved 

within 3 days, but for full curing it is necessary to wait 7 
days. Temperature and humidity might affect the curing and 

drying time. Wash all tools with water immediately after 
use. 

 

CLEANING AND MAINTENANCE: 

Cleaning must be carried out with neutral detergents. Do 

not use a steam cleaner. Wait at least 7 days before 
cleaning the surface for the 1st time. Remove any 

deposit of dirt, or moist, oily, staining substance, etc. 
within 1 hour from deposit. This, in order to prevent 

absorption of the aggressive substance by the film 
through prolonged contact, which might deteriorate 

its appearance irrevocably. Touch-ups can be easily 
done, it is sufficient to sand the surface and clean it before 

proceeding with the application. 

IMPORTANT NOTES: 

 Before proceeding with the application, make sure 

that the surface is perfectly dry and cured and 
well adherent to the substrate. Surface must be 

free from dirt, oil, moulds, fungi, bacteria, 
effloresce, or any substance that might 

compromise good adherence or a succesful 
outcome of the work. 

 Protect containers from freezing temperature 
(min. +5°C). 

 Store in a cool, dry place. Do not expose to 
sunlight. 

 Ambient and surface temperature should be 
between +8°C and +30°C, relative humidity 

should not exceed 75%. 
 Avoid drying at ambient and surface temperature 

below +5°C. 
 Do not use the product when there is the 

likelihood of rain, in direct sunlight, strong winds, 
or persistent fog.  

 Protect from driving rain, water and other 
staining substances until full curing of the system.  

 Erect the scaffolding so as to allow a continuous 
work until full execution of the work or at least 

until an architectural interruption is met, in order 
to avoid visible joints and/or overlaps. 

 Due to the great variety of cases in which the 
product can be applied, please contact our 

Technical Office for any doubt. 
 

 

The above information has been obtained from scrupulously 

controlled tests, and represents our best and most recent 
knowledge. This information is provided for reference 

purposes only. It is not binding upon the manufacturer, and 
neither may it constitute grounds for any kind of complaint 

whatsoever associated with the use of the products 
described, also considering that the conditions of use are 

beyond our control. 
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TECHNICAL DATA 
 

TEST MEAUSRED VALUE 
 

Density UNI EN ISO 2811-1:2003 
 

 

1.05 ± 0.05 Kg/l 
 

Gloss index UNI EN ISO 2813:2002 Lucido (Glossy) 

 
Opaco (Matt) 

85±5 Gloss a 60°  

 
15±5 Gloss a 85° 

 
Viscosity 

 
1250 cPs ± 500 cPs 

 

pH 
 

 

8.5 ± 1 

 
Consumption rate 

 

 
0.07–0.09 l/m2  per coat 

 

Drying at 20°C 

Touch dry 30’ – 1 h, 

overpainting 4-6  h; 
walkable  24 h ca.; 

full mechanical resistance  7 days. 

Packages 

 

1 l  - 2.5l 

 
 
Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE: 
  

i) one-pack performance coatings 
Limit phase II since 01.01.2010: 140.00 g/l 

Max VOC in product (ready to use): 80 g/l 
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