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CHARACTERISTICS: 

PROTEXIL
®
 PITTURA is an advance product in terms of protection of exterior walls: it combines ease of application with an 

excellent balance between high vapour permeability (typical of lime and silicate mineral products) and water repellency 
(typical of acrylic paints), together with low dirt pick-up. 

PROTEXIL® PITTURA is an emulsion paint for exterior composed of silicone resin in water emulsion, mineral aggregates, 
titanium dioxide and/or lightfast pigments, and special additives which improve the ease of application and wear-resistance 
of the product, together with an effective bactericide-fungicide. 

PROTEXIL® PITTURA has the following characteristics: high degree of water vapour permeability, high degree of water 
repellency, low dirt retention, excellent resistance to chemical and atmospheric agents. It is also lightfast and resistant to UV-
rays, has good adhesion properties on both mineral substrates and old organic paints as long as they are absorbent. With 
total protection against moulds and algae. 

USE: 

PROTEXIL® PITTURA is ideal for the protection and preservative restoration of both modern buildings and monuments of 
historical value and in particular in all of those cases in which the surface is constantly exposed to weather agents and with 
the presence of humidity. PROTEXIL® PITTURA is applied to dehumidifying plaster, cement plaster, walls plastered with 
INTOCEM PLUS, INTOCEM ETICS, INTOCEM ETICS LIGHT or INTOCALCE, old lime or silicate paints and coatings, old 
synthetic paints as long as these are sufficiently absorbent and well bonding with the substrate. 

PREPARATION AND APPLICATION: 

Before beginning, arrange the scaffolds in such a way as to allow continuous application until architectural interruptions. Old 
synthetic coatings and paints must have a good degree of absorbency and be perfectly anchored to the substrate in order to 
guarantee bonding of PROTEXIL® PITTURA. On old deteriorated, crumby and uneven substrate and old mineral paints it is 
necessary to carefully brush, scrape and remove any loose parts, then proceed with the application of one coat of PROTEXIL® 
PRIMER, in order to consolidate the surface and regulate the absorption. To solve plaster problems such as roughness and 
imperfections, patches, surface tensions or micro-cracks, of non-structural nature, apply one or more coats PROTEXIL® 
STRUCTUR. If the irregularities are widespread and extensive it is advisable to smooth the surface in advance with INTOCEM 
PLUS, INTOCEM ETICS, INTOCEM ETICS LIGHT or INTOCALCE and wait until the product is perfectly cured before 
proceeding with the application. In the case of efflorescence in the substrate, it must be neutralized by brushing carefully and 
saturating the surface with PROTEXIL® IMPERMEABILIZZANTE. The presence of rising dampmust be treated with specific 
dehumidifying plaster ARCADIA RISANANTE. On new and homogeneous surfaces eliminate all traces of dust and dirt, 
making sure that there is no excessive humidity and that the plaster is perfectly cured in order to avoid the formation of stains 
and rings. On the solid, compact and dry surface apply one coat of PROTEXIL® ACQUA PRIMER diluted 1:1 - 1:3 with water 
depending on the absorbency and compactness of the substrate. Apply by brush until full saturation of the surface. Apply two 
coats of PROTEXIL® PITTURA with a brush or roller, diluting the first coat up to a maximum of 10% with water and the 
second coat applied as it is or diluted maximum 5%. 
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IMPORTANT NOTES: 

 Before beginning application, make sure that the substrate is perfectly dry and cured and is perfectly anchored. The 
surface must be free from dirt, oil, grease, mould, fungus, bacteria, efflorescencet or anything else that could 
compromise adhesion or the successful outcome of the job. 

 Protect the containers from freezing (minimum + 5°C) 

 Store in a cool, dry place. Do not expose to direct sunlight. 

 The temperature of both the work environment and the background should be between + 8° C and + 35° C. Relative 
humidity must not exceed 75%. 

 Prevent drying of the product at temperatures of either the work environment or the background below + 5°C 

 Do not use the product when there is the likelihood of rain, in direct sunlight, strong winds, or persistent fog. 

 Protect the treated surfaces from driving rain for as long as necessary for the complete seasoning of the product. 

 Arrange the scaffolds in such a way as to allow continuous application until architectural interruptions to avoid the 
formation of joints, overflows and colour differences. 

 Obtain enough of the colour in a single batch to complete the job or at least complete portions of work which do not 
draw attention to shade differences. 

 Wash all tools with water immediately after use. 

 Due to its highly alkaline nature, the product is a skin and eye irritant, contact should therefore be avoided. 

 Refer to the corresponding safety sheet for any additional information not included above. 

TECHNICAL DATA: 

Drying time at 20°C 
Touch dry about 1 hour,  
Overpainting 8 - 12 hours 

Appearance of dry film smooth matt 
Consumption rate 0.110 - 130 l/m2 per coat 
Specific weight 1.430  0.05 kg/l 
Volume solids at 105 °C 60  1% 
pH 8.5 - 9 
Vapour permeability (DIN 52615) Sd=0.323 m (thickness 135 µm) 
Product type Water-based 

Packages 14 l 

Colours White, “I Colori del Colore”, “NCS – Index”. 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  
Classification: A/ c) "coatings for exterior walls of mineral substrate";  
Limit Phase II (from 01/01/ 2010): 40g/l 
VOC: 35 g/l (max). 

The information contained herein is the result of scrupulously controlled tests and expresses our best and most up-to-date knowledge. 
Moreover this information is intended for informational purposes only. The manufacturer cannot be held responsible for the improper use 
of these products, nor does the information contained herein provide a pretext for disputes of any type. This is also in light of the fact that 
the working methods employed are beyond our control. 

Please refer to the relevant Safety Data Sheet. 
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