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CHARACTERISTICS: 

BETON CRIL is composed of a particular styrene-acrylic resin in emulsion which has a high degree of elasticity and chemical 
and mechanical resistance, lightfast pigments, particularly select mineral charges, and a bactericide - fungicide with a wide 
field of action. BETON CRIL protects the cement from the penetration of water and CO2, while keeping a good degree of 
vapour permeability. It gives the surface a smooth, satin finish without changing its characteristic fair-faced appearance 
while evening out the colour of the surface. It is also characterized by an excellent degree of adhesion, water repellency, and 
resistance to abrasion and the action of UV rays, with total protection antimould - antialgae formula. It is non-toxic, non-
flammable and easy to apply. 

USE: 

Thanks to its characteristics it is the ideal product for the treatment of fair faced concrete, whenever one wishes to protect 
the surface from the deteriorating action of atmospheric and polluting agents, forming a barrier to the process of 
carbonation, and evening out the colour without changing its aesthetic appearance. 

PREPARATION AND APPLICATION: 

Make sure that the surface is very clean and dry, eliminate any surface residues, oils or silicones by washing with appropriate 
acidic detergents using a high pressure spray tool. Clean and brush the support eliminating any flaking deteriorating parts. 
Repair cracks and crackling with ELASTO FIBER RASANTE - elastic acrylic sealant stucco reinforced with fiberglass fibres. 
Repair corners or deteriorated parts with INTOCEM RIPRISTINO fibre-reinforced cement mortar. In order to consolidate 
the substrate and improve its absorption rate and increase the degree of water repellency, apply a first coat of RESINPOL, 
water-repellent impregnating primer composed by styrene-acrylic resins. Apply RESINPOL until full saturation of the 
surface. Mix carefully before use then apply 2 coats of BETON CRIL, waiting at least 3 - 6 hours between coats, diluting the 
first coat with water 5-10%, and the second one 0-5%. In case you wish to achieve a solid colour and not a fair-faced effect, it 
is possible to apply 1 coat of QUARZITE FINISH EXTRA in the same colour as a base coat, or apply a 3rd c0oat of 
BETONCRIL. Wash the tools with water immediately after use. Recommended tools: bristle brush, wool or synthetic roller, 
airless sprayer. 

IMPORTANT NOTES: 

 Before beginning application, make sure that the surface is perfectly dry and cured and is perfectly anchored to the 
substrate. Surface must be free from dirt, oil, mould, algae, fungus, bacteria, efflorescence or anything else that could 
compromise adhesion or the successful outcome of the work. 

 Protect the containers from freezing (minimum + 5°C) 

 Store in a cool, dry place. Do not expose to direct sunlight. 

 The temperature of both the work environment and the substrate should be between + 8°C and + 35°. Relative humidity 
must not exceed 75%. 

 Prevent drying of the product at temperatures of either the work environment the background below + 5°C. 

 Do not use the product when there is the likelihood of rain, in direct sunlight, strong winds, or persistent fog. 

 Protect the treated surfaces from driving rain for as long as necessary for the complete seasoning of the product. 

 Arrange the scaffolds in such a way as to allow continuous application until architectural interruptions to avoid the 
formation of joints, overflows and colour differences. 

 Obtain enough of the colour in a single batch to complete the job or at least to complete portions of work which do not 
draw attention to shade differences. 

 Wash all tools with water immediately after use. 
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TECHNICAL DATA: 

Drying time at 20°C 
Touch-dry: 1 h 
In depth 6-8 h. 
Weather resistance: 24h min. 

Consumption 
0.070- 0.080 l/m2 for coat depending on 
absorption and porosity of the substrate. 

Density (UNI EN ISO 2811-1:2008) 1,26 ± 0,03 kg/l 

Permeability to CO2 
(UNI EN 1062-6) 

Sd CO2 = 228 m 
Thickness = 64 µ 
µ CO2 = 3577328 

Permeability to water vapour  
(UNI EN ISO 7783-2:2001) 

Sd = 0,465 m 
Thickness = 136 µ 
µ = 3357 
Class I 
Class V2 (medium perm.) 

Permeability to liquid water  
(UNI EN 1062-3:2008) 

W= 0,019 kg/ m2h0,5 
Class W3 (low perm.) 

Bond strenght by pull-off (UNI EN 1542) 1,4 MPa 
Base A-white 

Colours 
White, I Colori del Colore colour card, NCS 
Index. 

Packages 10l – 5l 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  
Classification: A/ c) coatings for exterior walls of mineral substrate; 
Limit Phase II (from 01/01/ 2010): 40g/l 
VOC: 10 g/l. 

The information contained herein is the result of scrupulously controlled tests and expresses our best and most up-to-date knowledge. 
Moreover this information is intended for informational purposes only. The manufacturer cannot be held responsible for the improper use 
of these products, nor does the information contained herein provide a pretext for disputes of any type. This is also in light of the fact that 
the working methods employed are beyond our control. 

Please refer to the relevant Safety Data Sheet.  
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