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CHARACTERISTICS: 

ACQUAFLOOR is a water-soluble two-component epoxy paint based on a special epoxy-amine binder with 

low odour emission, suitable for indoor use. ACQUAFLOOR offers great resistance to scratches and wear, low 

absorption of dirt, and a high level of adherence, and the slight microporosity of its coating film makes it 

particularly suitable for the presence of residual humidity in the supporting surface in comparison to solvent-

based products, even though before every application the effective presence of moisture must be carefully 

assessed. Once dry, ACQUAFLOOR is resistant to normal industrial detergents, oils and normal chemical 

substances. The product contains slight residues of free amines. 

USE: 

ACQUAFLOOR, with its characteristics of resistance, hardness and adherence, is suitable for the protection of 

all flooring surfaces subject to frequent cleaning and washing that must be made waterproof and protected 

against wear and dirt. ACQUAFLOOR given its low level of solvent emission and the great surface hardness of 

the coating film, is particularly suitable for use in places used for foodstuffs, healthcare and industrial activities. 

It can be applied on reinforced concrete, cement and tiled floors, workshop and garage floors, steps and in all 

situations where particularly high mechanical and chemical resistance is required. The composition of 

ACQUAFLOOR makes it more suitable for interior use. Tests performed outdoors show that the product has a 

tendency to yellow and become slightly dusty over time. 

PREPARATION AND APPLICATION: 

For the best possible results it is essential to assess the condition of the supporting surface and the capacity of 

ACQUAFLOOR to adhere perfectly. It is therefore advisable to make a test application in the most critical point 

before proceeding with definitive application. In order to obtain a flat surface, the product needs to be applied 

using a short bristled roller (or as a better alternative a spiked roller). In case during the drying process 

(especially after the first coat) little bubbles appear on the surface, you need to smoothen the surface by roller 

with a small quantity of ACQUAFLOOR on it.  

On new walls or floors the surface must have hardened for at least 30 days, and must be totally free from 

dust, dirt, dampness, mineral salts, oil, silicone and other substances that could impair adherence. 

On old surfaces it is advisable to remove the topmost surface layer by coarse sandblasting so as to eliminate 

layers of old paint, sealants, wax, silicone, dirt, grease, etc. In this case as well ensure that the surface is free 

from dust, dirt, dampness, mineral salts, oil, silicone and other substances that could impair adherence. Before 

use, carefully mix transparent ACQUAFLOOR TRASPARENTE with ACQUAFLOOR CATALIZZATORE in the 

exact proportion of 100:22,5 in volume. Mix coloured ACQUAFLOOR PIGMENTATO base A with 

ACQUAFLOOR CATALIZZATORE in the exact proportion of 100 : 26,6 in volume. On absorbent surfaces it is 

advisable to apply a first coat of ACQUAFLOOR TRASPARENTE diluted with 10% of water to serve as a primer 

and water repellent. On compact surfaces in a good condition, ACQUAFLOOR TRASPARENTE or  
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PIGMENTATO can be applied directly, according to the finish desired. The product must be catalysed by 

carefully mixing the two components and then diluting with 5 - 10% water. Once catalysed the product has a 

pot-life of around 1,5 - 2 hours. Wait for around 12 / 24 hours after application of the primer or first coat 

before applying the next coat. Do not allow more than 24 hours to elapse between coats. If this time is 

exceeded, carefully sand the surface and check the adherence of the next coat.  

The product is touch-dry after around 4 - 6 hours, and can be walked on with caution after around 24 hours. 

Complete hardening of the coating film and consequently full mechanical resistance is obtained after around 7 

days. After the product has been applied, ventilate the application area to facilitate drying of the product and 

the evaporation of solvents. Low temperatures or high ambient humidity will significantly extend drying times. 

The high mechanical resistance of the product is however unable to guarantee total resistance to scratching 

and wear in the case of use in places where forklift trucks, pallet loader, etc. are in movement, given the 

relative thinness of the coating film applied (150 – 250 m). In these cases it is advisable to have the product 

applied by highly qualified experts, mixing it with siliceous sand and applying by trowel with a thickness of 

around 1 mm. 

IMPORTANT NOTES: 

 Before application, ensure that the surface is perfectly dry and cured, and that it has good adhesion. Surface 

must be clean and free from oil, grease, mould, fungus, bacteria, efflorescence or any other defect that 

could impair adherence or successful results. 

 Protect containers from freezing (minimum + 8° C). 

 Store in a cool, dry place; do not expose to direct sunlight. 

 Use product at a temperature of the work environment and treated surface between 8°C and 35°C. Relative 

humidity must not exceed 75%. 

 Do not allow drying to take place with temperature of the work environment and treated surface below 5°C. 

 Ensure that a sufficient quantity of the same batch of paint is available to complete the entire job, or at 

least to complete whole sections that will not reveal differences in shade. 

 Given the many different factors that may affect the outcome of application, in any case of doubt contact 

our Technical Service. We decline all and any liability for application carried out without scrupulously 

following the instructions and advice given in this data sheet. 
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TECHNICAL DATA: 

Drying time at 20°C 

touch dry 4 - 6 hours 
overpainting 12 - 24 hours 
walkable 24 hours 
complete mechanical resistance 7 days 

Catalyst ratio 
Transparent 22.5% of CATALIZZATORE 
Pigmented base A 26.6% of CATALIZZATORE 

Pot life around 1.5–2 hours. 

Coverage 
Transparent 0.080 – 0.110 l/m2 per coat; 
Pigmented 0.100 – 0.120 l/m2 per coat 

Specific weight 
Transparent 1.120 ± 0.05 
Pigmented 1.210 ± 0.05 

P.V.C. (Pigment Volume 

Concentration) 
35% for pigmented product 

Volume solids at 105°C 56% ± 1% white - 19% transparent 

Shelf life 12 months 

Appearance of dry film smooth and shiny (gloss around 80) 

Dilute with water 

Packages 
Trasparent, Pigmented:12 l - 4 l 
Catalyst for transparent: 2.7 l – 0.9 l 
Catalyst for coloured : 3.2 l, 1.07 l 

Colours “RAL” 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE:  

Classification: A/ j) "two-pack performance coatings"; 

Limit Phase II (from 01/01/ 2010): 140 g/l 

VOC: 100 g/l (max). 

The above information has been obtained from scrupulously controlled tests, and represents our best and most recent 

knowledge. This information is provided for reference purposes only. It is not binding upon the manufacturer, and neither 

may it constitute grounds for any kind of complaint whatsoever associated with the use of the products described, also 

considering that the conditions of use are beyond our control. 

Please refer to the relevant Safety Data Sheet. 
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