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CHARACTERISTICS: 

ILLUMINA is a water-based paint which, thanks to its photoluminescent properties can turn rooms into a magical 
experience. Once the sun goes down, ILLUMINA will light up and recreate the effect of a starry sky on the ceiling. 
Photoluminescence is an intrinsic property of few materials that absorb light, both natural and artificial, and act as a natural 
light storage and then release it for several hours in the dark. Thanks to this property ILLUMINA can turn a room into a 
starry sky during the night time. An insufficient lighting of the room will prevent a correct charging and therefore the 
photoluminescent effect will be less strong or it will not show. It is recommended to use direct lighting with warm light and 
it is also possible to use a UV-lamp to improve the effect through an effective charging. The intensity and the length of the 
effect are influenced by the room darkness and by the distance and perception of the observer. Thanks to its formula, 
ILLUMINA is water-repellent, has high opacity, odourless, non-flammable and it creates a film with good vapour-
permeability and that doesn’t encounter problems of detachment, flaking and condensation. 

USE: 

ILLUMINA is ideal for painting and decorating interior ceilings in children’s rooms, bedrooms, as well as corridors, living 
rooms, hotel rooms and all rooms where a good lighting of the ceiling during the day and sufficient darkness at night are 
available, in order to recreate the magic and brilliance of night stars. 

PREPARATION AND APPLICATION: 

Apply on clean and dry surfaces, remove loose plasterwork or old paint and fill any crack or holes. Walls contaminated by 
mould, should be first sterilized with MUROSANO RISANANTE. If applied on enamel, firstly sand the surface. Apply a coat 
of SMARTCOAT EXTRAFINE 0.1 MM. Wait 4 hours and then apply ILLUMINA as a traditional emulsion paint. ILLUMINA is 
ready to use, mix it before application. Apply 2 coats by roller or brush and wait 4-6 hours between the 2 coats.  

IMPORTANT NOTES: 

• Before application, ensure that the surface to be painted is perfectly dry and hardened, and that it has good adherence to 
the supporting ground. It must be clean and free from oil, grease, mould, fungus, bacteria, efflorescence or any other 
defect that could impair adherence or successful results. 

• Do not allow product to freeze (minimum 5°C). 

• Store product in a cool, dry place and do not expose to direct sunlight. 

• The temperature of both the working environment and the surface of the support must be within the range +8°C and 
+35°C, with a relative humidity not exceed 75%. 

• Do not allow drying to take place with temperature of the work environment and treated surface below 5°C. 

• Wash all equipment with water immediately after use. 
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TECHNICAL DATA: 
Dilution Ready to use 

Consumption (1 coat)  
Plaster board, putty, and old paints 0.055 –0.076 l/m2 - 13-18 m2/l 
Plaster 0.080 –0.110 l/m2 - 9-12.5 m2/l 

Drying at 20°C 
Dust dry 30’- 1 hours,  
Completely dry 4-6 days 

Next coat at 20 °C 2 – 3 hours 

Viscosity (UNI EN ISO 2555:2002) 5500  1000 cPs 

Density (UNI EN ISO 2811-1:2003) 1.560  0.05 kg/l 

pH 8,5  1 

Gloss (UNI EN ISO 2813:2002) Matt (gloss index <5 geom at 85°) 

Hiding power at 7 m2/L  
(UNI EN ISO 6504-3:2007)  

98.22% Class 2. 

Water-vapour permeability  
(UNI EN ISO 7783-2:2001) 

Sd=0,0209 m    thickness=168μm 
μ=124 
Class V1 = high permeability 

Permeability to liquid water  
(UNI EN 1062-3 :2008) 

w=1.326 kg/(m2h0.5) 
Class W1 = Low permeability 

Colour White 

Packages 2.5 l 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE: 
Classification: 
a) matt coatings for interior walls and ceilings; 
Limit Phase II (from 01/01/ 2010): 30g/l 
VOC: 19.9 g/l. 

The information contained herein is the result of scrupulously controlled tests and expresses our best and most up-to-date knowledge. 
Moreover, this information is intended for informational purposes only. The manufacturer cannot be held responsible for the improper 
use of these products, nor does the information contained herein provide a pretext for disputes of any type. This is also in light of the fact 
that the working methods employed are beyond our control. 

Please refer to the relevant Safety Data Sheet. 
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